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GENERAL NOTES
R FOR ST PLAN
1. ALL ITEMS SHALL BE CONSTRUCTED AS SHOWN ON THIS SHEET, ON STANDARD 280004 AND AS
DIRECTED BY THE ENGINEER. 1TEM SYMBOL
TEMPORARY DITCH CHECKS (JDOT STANDARD NO. 280001) —®—
PERIMETER EROSION BARRIER — SILT FENCE B T
(IDOT STANDARD NO. 280001)
DIRECTION OF OVERLAND FLOW ———
INLET CONTROL (SEE INLET AND PIPE PROTECTION
(IDOT STANDARD NO. 280001)(HAY OR STRAW BALE - @
OR APPROVED SUBSTITUTION)
_SEEDING NOTES _ SEEDING CLASS 2A
SCHEDL‘,L OF QUANTIT 1. SEEDING, CLASS 2 SHALL BE DONE IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF EROSION CONTROL BLANKET
PAY ITEM SECTION 250 OF THE "STANDARD SPECIFICATIONS".
TEMPORARY DITCH CHECKS EACH 3 2. SEEDING MIXTURES SHALL CONFORM TO TABLE 1 — ARTICLE 250.07 OF THE "STANDARD
SPECIFICATIONS”.
PERIMETER EROSION BARRIER FOOT 593 3. FERTILIZER NUTRIENTS, AGRICULTURAL GROUND LIME STONE AND MULCH SHALL BE APPLIED TO
ALL AREAS TO BE SEEDED.
INLET AND PIPE PROTECTION EACH [ 4. FERTILIZER NUTRIENTS SHALL BE APPLIED AT THE RATE OF 270 POUNDS PER ACRE; AT THE

RATIO : 1:1:1 (90 POUNDS OF NITROGEN, 90 POUNDS OF OF PHOSPHORUS AND 90 POUNDS
OF POTASSIUM).

5. AGRICULTURAL GROUND LIMESTONE IS TO BE APPLIED AT THE RATE OF 2 TONS PER ACRE.

6. MULCH, IN ACCORDANCE WITH METHOD 3 OF SECTION 251.03 OF THE "STANDARD
SPECIFICATIONS”, IS TO BE APPLIED AT THE RATE OF 2 TONS PER ACRE.
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